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CABLE GLANDS

Industrial cable glands
Cable glands for industrial applications in brass, stainless steel and 
a variety of plastics. Our range includes various standard models 
and cable glands for special applications including the requisite 
accessories.

HSK Standard Cable Glands
HSK Series cable glands comply with highest demands as regards 
quality and safety. We supply cable glands made of polyamide, PVDF, 
brass and a variety of stainless steels. Different thread types, clamping 
ranges, thread lengths, temperature ranges, a variety of sealing 
compounds and a diversity of Approval Certifications come as standard 
with the HSK Series.

HSK EMC Cable Glands
HSK Series cable glands comply with highest demands as regards 
quality and safety. Two different EMC protection systems ensure long 
contact life and easy-to-assemble application. Different thread types, 
thread lengths, clamping ranges, temperature ranges, a variety of 
sealing compounds and a diversity of Approval Certifications come as 
standard with the HSK Series.

HSK for special applications
HSK Series cable glands comply with highest demands as regards 
quality and safety. Here you will find threaded couplings of polyamide 
and brass with multiple and flat cable inserts, with bend protection and 
angled threaded connectors. In addition you will find here special sizes 
of brass in M6 up to M110, as well as with 2 1/2“ up to 4“ pipe threads 
and threaded couplings with additional strain relief.

METRICA Cable Glands
METRICA Series cable glands are based purely on metric sizes. As a 
result they are especially space-saving while optimising the clamping 
range. They are available in polyamide with bend protection, as well as 
in brass and EMC versions.

Accessories
Here you will find locknuts and locks made of polyamide, brass and 
stainless steel, as well as additional accessories for all the Series in our 
industrial cable glands.



+ Halogen - and phosphor - free

+ Fire protection class V0 according to UL 94

+ Liquid tight per NEMA 4x & 6 to 150 PSIG (IP 68 to 10 bar)

+ Patented ratchet and spline secures the dome nut on the body

Flexible overlapping 
clamping splines prevent 
the form seal from being 
pulled out of the filling.

The fitting is submersible 
due to the patented 
recessed form seal.

Skipping of the dome nut 
thread is prevented by the
sturdy ACME thread.

A liquid tight seal between fitting  
and housing is assured by 
concentric seal grooves and a 
recess for an optional O-ring.

The patented internal sealing edge 
results in a superior seal between 
clamping insert and body.

Flexible overlapping clamping splines 
prevent the form seal from being pulled 
out of the filling.

The fitting is submersible due to the 
patented recessed form seal.

Rotation of the cable during installation 
is prevented due to the internal splines.

HSK Standard

 Setting the Standards

D  EV

ATEX
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Grey or blue on request

HSK-K

Material PA (Nylon) VO according to UL 94

Seal Buna-N

Protection IP 68 - 10 bar (NEMA 6 - 150 PSIG) within the specified

clamping range only with optional O-ring.

Operating static –40°C to +100°C (–40°F to +212°F)

temperature short time exposure 120°C (248°F)

dynamic –20°C to 80°C (–4°F to 176°F)

Colours Grey	 RAL 7035

Black	 RAL 9005

Blue 	 5012 for the intrinsically safe range.

Metric/Metric-elongated

AG
mm

H
mm mm

Standard Thread
GL
mm

Long Thread
GL 
mm

M 12 x 1,5 3 - 6,5 21 15 1.209.1201.50 8 1.209.1201.30 15

M 16 x 1,5 4 - 8 22 19 1.209.1601.50 8 1.209.1601.30 15

M 16 x 1,5 2 - 6 22 19 1.209.1601.51 8 1.209.1601.31 15

M 16 x 1,5 5 - 10 25 22 1.219.1601.50 8 1.219.1601.30 15

M 20 x 1,5 6 - 12 27 24 1.209.2001.50 9 1.209.2001.30 15

M 20 x 1,5 5 - 9 27 24 1.209.2001.51 9 1.209.2001.31 15

M 20 x 1,5 10 - 14 28 27 1.219.2001.50 9 1.219.2001.30 15

M 25 x 1,5 13 - 18 31 33 1.209.2501.50 11 1.209.2501.30 15

M 25 x 1,5 9 - 16 31 33 1.209.2501.51 11 1.209.2501.31 15

M 32 x 1,5 18 - 25 39 42 1.209.3201.50 11 1.209.3201.30 15

M 32 x 15, 13 - 20 39 42 1.209.3201.51 11 1.209.3201.31 15

M 40 x 1,5 22 - 2 48 53 1.209.4001.50 13 1.209.4001.30 18

M 40 x 1,5 20 - 26 48 53 1.209.4001.51 13 1.209.4001.31 18

M 50 x 1,5 32 - 38 49 60 1.209.5001.50 13 1.209.5001.30 18

M 50 x 1,5 25 - 31 49 60 1.209.5001.51 13 1.209.5001.31 18

M 63 x 1,5 37 - 44 49 65/68 1.209.6301.50 14 1.209.6301.30 18

M 63 x 1,5 29 - 35 49 65/68 1.209.6301.51 14 1.209.6301.31 18

M 12 x 1,5 3 - 7 22 15 1.218.1201.50 8 1.218.1201.30 15

M 16 x 1,5 4,5 - 10 26 19 1.218.1601.50 8 1.218.1601.30 15

M 20 x 1,5 7 - 13 29 24 1.218.2001.50 9 1.218.2001.50 15

M 25 x 1,5 9 - 17 33,5 30 1.218.2501.50 10 1.218.2501.30 15

M 32 x 1,5 11 - 21 41 36 1.218.3201.50 10 1.218.3201.30 15

M 40 x 1,5 19 - 28 46,5 46 1.218.4001.50 12 1.218.4001.30 18

M 50 x 1,5 27 - 35  52 55 1.218.5001.50 12 1.218.5001.30 18

M 63 x 1,5 34 - 48 57,5 68 1.218.6301.50 12 1.218.6301.30 18
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Grey or blue on request

Material PA (Nylon) VO according to UL 94

Seal Buna-N

Protection IP 68 - 10 bar (NEMA 6 - 150 PSIG)

within the specified clamping range only with optional O-ring.

Operating static –40°C to +100°C (–40°F to +212°F)

temperature short time exposure 120°C (248°F)

dynamic –20°C to 80°C (–4°F to 176°F)

short time exposure 100°C (212°F)

Colours Grey 	 RAL 7035

Black 	 RAL 9005

Blue 	 5012 for the intrinsically safe range.

HSK-K PG/PG-elongated

AG
PG mm

H
mm

mm
Standard Thread

GL
mm

Long Thread
GL
mm

7 3 - 6,5 21 15 1.209.0701.14 8 1.209.0701.60 15

7 2 - 5 21 15 1.209.0701.15 8 1.209.0701.61 15

9 4 - 8 22 19 1.209.0901.14 8 1.209.0901.60 15

9 2 - 6 22 19 1.209.0901.15 8 1.209.0901.61 15

11 5 - 10 25 22 1.209.1101.14 8 1.209.1101.60 15

11 3 - 7 25 22 1.209.1101.15 8 1.209.1101.61 15

13,5 6 - 12 27 24 1.209.1301.14 9 1.209.1301.60 15

13,5 5 - 9 27 24 1.209.1301.15 9 1.209.1301.61 15

16 10 - 14 28 27 1.209.1601.14 10 1.209.1601.60 15

16 7 - 12 28 27 1.209.1601.15 10 1.209.1601.61 15

21 13 - 18 31 33 1.209.2101.14 11 1.209.2101.60 15

21 9 - 16 31 33 1.209.2101.15 11 1.209.2101.61 15

29 18 - 25 39 42 1.209.2901.14 11 1.209.2901.60 15

29 13 - 20 39 42 1.209.2109.15 11 1.209.2901.61 15

36 22 - 32 48 53 1.209.3601.14 13 1.209.3601.60 18

36 20 - 26 48 53 1.209.3601.15 13 1.209.3601.61 18

42 32 - 38 49 60 1.209.4201.14 13 1.209.4201.60 18

42 25 - 31 49 60 1.209.4201.15 13 1.209.4201.61 18

48 37 - 44 49 65 1.209.4801.14 14 1.209.4801.60 18

48 29 - 35 49 65 1.209.4801.15 14 1.209.4801.61 18
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HSK-M

Material Nickel plated brass

Clamping insert PA

Seal Buna-N

O-Ring Buna-N

Protection IP 68 - 10 bar within the specified clamping range.

Operating –40°C to 100°C (–40°F to +212°F)

Temperature Short time exposure 120°C (248°F)

Metric/Metric-elongated

AG
mm

H
mm

mm
Standard Thread

GL
mm

Long Thread
GL
mm

M 12 x 1,5 3 - 6,5 19 14 1.609.1200.50 5 1.609.1200.30 10

M 12 x 1,5 2 - 5 19 14 1.609.1200.51 5 1.609.1200.31 10

M 16 x 1,5 4 - 8 21 17/19 1.609.1600.50 6 1.609.1600.30 10

M 16 x 1,5 2 - 6 21 17/19 1.609.1600.51 6 1.609.1600.31 10

M 16 x 1,5 5 - 10 22 20 1.609.1611.50 6 1.609.1611.30 10

M 16 x 1,5 3 - 7 22 20 1.609.1611.51 6 1.609.1611.31 10

M 20 x 1,5 6 - 12 23 22 1.609.2000.50 6 1.609.2000.30 10

M 20 x 1,5 5 - 9 23 22 1.609.2000.51 6 1.609.2000.31 10

M 20 x 1,5 10 - 14 24 24 1.609.2016.50 6 1.609.2016.30 10

M 20 x 1,5 7 -12 24 24 1.609.2016.51 6 1.609.2016.31 10

M 25 x 1,5 13 - 18 26 30 1.609.2500.50 7 1.609.2500.30 12

M 25 x 1,5 9 - 16 26 30 1.609.2500.51 7 1.609.2500.31 12

M 32 x 1,5 18 - 25 31 40 1.609.3200.50 8 1.609.3200.30 12

M 32 x 1,5 13 - 20 31 40 1.609.3200.51 8 1.609.3200.31 12

M 40 x 1,5 22 - 32 37 50 1.609.4000.50 8 1.609.4000.30 15

M 40 x 1,5 20 - 26 37 50 1.609.4000.51 8 1.609.4000.31 15

M 50 x 1,5 32 - 38 37 57 1.609.5000.50 9 1.609.5000.30 15

M 50 x 1,5 25 - 31 37 57 1.609.5000.51 9 1.609.5000.31 15

M 63 x 1,5 37 - 44 38 64/68 1.609.6300.50 10 1.609.6300.30 15

M 63 x 1,5 29 - 35 38 64/68 1.609.6300.51 10 1.609.6300.31 15
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HSK-M

Material Nickel plated brass

Clamping insert PA (Nylon)

Seal Buna-N

O-Ring Buna-N

Protection IP 68 - 10 bar (NEMA 6 - 150 PSIG)

within the specified clamping range.

Operating –40°C to 100°C (–40°F to +212°F)

Temperature Short time exposure 120°C (248°F)

PG/PG-elongated

AG
PG mm

H
mm

mm

Standard 
Thread

GL
mm

Long Thread
GL
mm

7 3 - 6,5 19 14 1.609.0700.01 5 1.609.0700.60 10

7 2 - 5 19 14 1.609.0700.15 5 1.609.0700.61 10

9 4 - 8 21 17 1.609.0900.01 6 1.609.0900.60 10

9 2 - 6 21 17 1.609.0900.15 6 1.609.0900.61 10

11 5 - 10 22 20 1.609.1100.01 6 1.609.1100.60 10

11 3 - 7 22 20 1.609.1100.15 6 1.609.1100.61 10

13,5 6 - 12 24 22 1.609.1300.01 6,5 1.609.1300.60 10

13,5 5 - 9 24 22 1.609.1300.15 6,5 1.609.1300.61 10

16 10 - 14 23 24 1.609.1600.01 6,5 1.609.1600.60 10

16 7 - 12 23 24 1.609.1600.15 6,5 1.609.1600.61 10

21 13 - 18 24 30 1.609.2100.01 7 1.609.2100.60 12

21 9 - 16 24 30 1.609.2100.15 7 1.609.2100.61 12

29 18 - 25 29 40 1.609.2900.01 8 1.609.2900.60 12

29 13 - 20 29 40 1.609.2900.15 8 1.609.2900.61 12

36 22 - 32 35 50 1.609.3600.01 8 1.609.3600.60 15

36 20 - 26 35 50 1.609.3600.15 8 1.609.3600.61 15

42 32 - 38 37 57 1.609.4200.01 9 1.609.4200.60 15

42 25 - 31 37 57 1.609.4200.15 9 1.609.4200.61 15

48 37 - 44 38 64 1.609.4800.01 10 1.609.4800.60 15

48 29 - 35 38 64 1.609.4800.15 10 1.609.4800.61 15
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HSK-Flex

Material PA (Nylon)

Seal Buna-N

Protection IP 68 - 10 bar (NEMA 6 - 150 PSIG) within the

specified clamping range only with optional O-ring.

Operating static –40°C to +100°C (–40°F to +212°F)

temperature short time exposure 120°C (248°F)

dynamic –20°C to 80°C (–4°F to 176°F)

short time exposure 100°C (212°F)

Colours Grey	 RAL 7035

Black	 RAL 9005

Metric/PG/PG-Elongated

AG
mm

H
mm

d
mm mm

Standard 
Thread

GL
mm

Long Thread
GL
mm

M 12 x 1,5 3 - 6,5 54 7 15 1.293.1201.50 8
M 12 x 1,5 2 - 5 54 7 15 1.293.1201.51 8
M 16 x 1,5 4 - 8 63 8,5 19 1.293.1601.50 8
M 16 x 1,5 2 - 6 63 8,5 19 1.293.1601.51 8
M 16 x 1,5 5 - 10 78 10,5 22 1.294.1601.50 8
M 16 x 1,5 3 - 7 78 10,5 22 1.294.1601.51 8
M 20 x 1,5 6 - 12 90 13 24 1.293.2001.50 9
M 20 x 1,5 5 - 9 90 13 24 1.293.2001.51 9
M 20 x 1,5 10 - 14 100 15,5 27 1.294.2001.50 9
M 20 x 1,5 7 - 12 100 15,5 27 1.294.2001.51 9
M 25 x 1,5 13 - 18 114 20 33 1.293.2501.50 11
M 25 x 1,5 9 - 16 114 20 33 1.293.2501.51 11
7 3 - 6,5 54 7 15 1.293.0701.14 8 1.293.0701.60 15
7 2 - 5 54 7 15 1.293.0701.15 8 1.293.0701.61 15
9 4 - 8 63 8,5 19 1.293.0901.14 8 1.293.0901.60 15
9 2 - 6 63 8,5 19 1.293.0901.15 8 1.293.0901.61 15
11 5 - 10 78 10,5 22 1.293.1101.14 8 1.293.1101.60 15
11 3 - 7 78 10,5 22 1.293.1101.15 8 1.293.1101.61 15
13,5 6 - 12 90 13 24 1.293.1301.14 9 1.293.1301.60 15
13,5 5 - 9 90 13 24 1.293.1301.15 9 1.293.1301.61 15
16 10 - 14 100 15,5 27 1.293.1601.14 10 1.293.1601.60 15
16 7 - 12 100 15,5 27 1.293.1601.15 10 1.293.1601.61 15
21 13 - 18 114 20 33 1.293.2101.14 11 1.293.2101.60 15
21 9 - 16 114 20 33 1.293.2101.15 11 1.293.2101.61 15
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HSK-M-EMV-D

Feed through of cable and shield (braided or foil)

+ expose shield approximately 7/16" (10 mm)
+ insert cable into fitting until the shield reaches  
   the contact position.
+ tighten dome nut.

Feed through of cable and shield (braided or foil)

+ remove cable jacket to expose shield as required.
+ insert cable into fitting until the shield reaches  
   the contact position.
+ tighten dome nut.

Option 2

Option 3

Termination of the braided shield in the fitting

+strip cable jacket and braided shield to different lenghts.
+ for small diameter cables fold the braided shield back        
   over the cable jacket.
+ Insert cable into fitting until the shield reaches
   the contact position.
+ tighten dome nut.   

Assembly Instruction

Option 1
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HSK-M-EMV-D

Material Nickel plated brass

Clamping insert PA (Nylon)

Seal Buna-N

O-Ring Buna-N

Protection IP 68 - 10 bar (NEMA 6 - 150 PSIG)

within the specified clamping range.

Operating –40°C to 100°C (–40°F to +212°F)

Temperature Short time exposure 120°C (248°F)

Assembly Instruction page  235

Pg/Metric/Metric-elongated

AG
mm

H
mm

mm

Standard 
Thread

GL
mm

Long Thread
GL
mm

M 12 x 1,5 3 - 6,5 25 14 1.631.1200.50 5 1.631.1200.30 10

M 16 x 1,5 5 - 10 32 20 1.631.1600.50 6 1.631.1600.30 10

M 20 x 1,5 10 - 14 33 24 1.631.2000.50 6 1.631.2000.30 10

M 25 x 1,5 13 - 18 39 30 1.631.2500.50 7 1.631.2500.30 12

M 32 x 1,5 18 - 25 45 40 1.631.3200.50 8 1.631.3200.30 12

M 40 x 1,5 24 - 32 51 50 1.631.4000.50 8 1.631.4000.30 15

M 50 x 1,5 32 - 38 57,5 57 1.631.5000.50 9

M 63 x 1,5 37 - 44 52 64/68 1.631.6300.50 10

7 3 - 6,5 24 14 1.631.0700.01 5

9 4 - 8 28 17 1.631.0900.01 6

11 5 - 10 29 20 1.631.1100.01 6

13,5 6 - 12 31 22 1.631.1300.01 6,5

16 10 - 14 32 24 1.631.1600.01 6,5

21 13 - 18 38 30 1.631.2100.01 7

29 18 - 25 43 40 1.631.2900.01 8

36 24 - 32 48 50 1.631.3600.01 8

42 32 - 38 45 57 1.631.4200.01 9

48 37 - 44 46 64 1.631.4800.01 10
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Step 1
 
+ Strip cable
+ expose braided shield

Step 2

+ feed cable through dome nut and 
clamping insert
+ fold braided shield over clamping 
insert and O-ring
+ make sure that braided shield over 
laps the O-ring by 3/32" (2mm) 

Step 3

+ push clamping insert into body and tighten 
dome nut
+ assemble into housing
   finished!

Assembly Instruction

HSK-M-EMV
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HSK-M-EMV

Material Nickel plated brass

Clamping insert PA (Nylon)

Seal Buna-N

O-Ring Buna-N

Protection IP 68 - 10 bar

within the specified clamping range.

Operating –40°C to 100°C (–40°F to +212°F)

Temperature Short time exposure 120°C (248°F)

Flex-version available

Assembly Instruction page  237

Metric/Metric-elongated

AG
 

mm

H
mm mm

Standard Thread
GL
mm

Long Thread
GL
mm

M 12 x 1,5 3 - 6,5 19 14 1.691.1200.50 5 1.691.1200.30 10

M 12 x 1,5 2 - 5 19 14 1.691.1200.51 5 1.691.1200.31 10

M 16 x 1,5 5 - 10 22 20 1.691.1600.50 6 1.691.1600.30 10

M 16 x 1,5 3 - 7 22 20 1.691.1600.51 6 1.691.1600.31 10

M 20 x 1,5 10 - 14 23 24 1.691.2000.50 6 1.691.2000.30 10

M 20 x 1,5 7 - 12 23 24 1.691.2000.51 6 1.691.2000.31 10

M 25 x 1,5 13 - 18 24 30 1.691.2500.50 7 1.691.2500.30 12

M 25 x 1,5 9 - 16 24 30 1.691.2500.51 7 1.691.2500.31 12

M 32 x 1,5 18 - 25 31 40 1.691.3200.50 8 1.691.3200.30 12

M 32 x 1,5 13 - 20 31 40 1.691.3200.51 8 1.691.3200.31 12

M 40 x 1,5 22 - 32 37 50 1.691.4000.50 8 1.691.4000.30 15

M 40 x 1,5 20 - 26 37 50 1.691.4000.51 8 1.691.4000.31 15

M 50 x 1,5 32 - 38 37 57 1.691.5000.50 9

M 50 x 1,5 25 - 31 37 57 1.691.5000.51 9

M 63 x 1,5 37 - 44 38 64/68 1.691.6300.50 10

M 63 x 1,5 29 - 35 38 64/68 1.691.6300.51 10
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Material Nickel plated brass

Clamping insert PA (Nylon)

Seal Buna-N

O-Ring Buna-N

Protection IP 68 - 10 bar

within the specified clamping range.

Operating –40°C to 100°C (–40°F to +212°F)

Temperature Short time exposure 120°C (248°F)

Flex-version available

HSK-M-EMV

Assembly Instruction page  237

PG/PG-elongated

AG
PG mm

H
mm mm

Standard Thread
GL
mm

Long Thread
GL
mm

7 3 - 6,5 19 14 1.691.0700.01 5 1.691.0700.60 10

7 2 - 5 19 14 1.691.0700.15 5 1.691.0700.61 10

9 4 - 8 21 17 1.691.0900.01 6 1.691.0900.60 10

9 2 - 6 21 17 1.691.0900.15 6 1.691.0900.61 10

11 5 - 10 22 20 1.691.1100.01 6 1.691.1100.60 10

11 3 - 7 22 20 1.691.1100.15 6 1.691.1100.61 10

13,5 6 - 12 24 22 1.691.1300.01 6,5 1.691.1300.60 10

13,5 5 - 9 24 22 1.691.1300.15 6,5 1.691.1300.61 10

16 10 - 14 23 24 1.691.1600.01 6,5 1.691.1600.60 10

16 7 - 12 23 24 1.691.1600.15 6,5 1.691.1600.61 10

21 13 - 18 24 30 1.691.2100.01 7 1.691.2100.60 12

21 9 - 16 24 30 1.691.2100.15 7 1.691.2100.61 12

29 18 - 25 29 40 1.691.2900.01 8 1.691.2900.60 12

29 13 - 20 29 40 1.691.2900.15 8 1.691.2900.61 12

36 22 - 32 35 50 1.691.3600.01 8 1.691.3600.60 15

36 20 - 26 35 35 1.691.3600.15 8 1.691.3600.61 15

42 32 - 38 37 57 1.691.4200.01 9 1.691.4200.60 15

42 25 - 31 37 57 1.691.4200.15 9 1.691.4200.61 15

48 37 - 44 38 64 1.691.4800.01 10 1.691.4800.60 15

48 29 - 35 38 64 1.691.4800.15 10 1.691.4800.61 15
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FLAKA-MS/FS

Strain relief connector for flat cables

With universal insert edge, adapts cable.   
Strain relief connector is available in three types:

Flat strain relief connector-MS

Material:  Nickel plated brass.

Operating temperature: -20°C to +80°C(-4°F to +176°F)

Flat strain relief connector -FS/PA

Glass-fibre reinforced polyamide, chemically resistant.

Operating temperatre: -20°C tp +80°C (-4°F to +176°F)

Materials Nickel-plated brass

 Polyamide

Seal Neoprene

Protection IP 54

Colour FS grey RAL 7035

PG

AG
Pg

Material
GL
mm

H
mm mm mm

Part Number

16 Nickel Plated Brass 6,5 21,5 24/22 -5 x -16 1.109.1600.01

21 Nickel Plated Brass 7 24 30/28 3-8 x 9-21 1.109.2100.01

29 Nickel Plated Brass 8 26 40/37 4-11,5 x 14-30 1.109.2900.01

36 Nickel Plated Brass 9 30 50/47 4-11,5 x 24-40 1.109.3600.01

42 Nickel Plated Brass 10 34 57/54 5-12 x 29-45 1.109.4200.01

48 Nickel Plated Brass 10 37 64/60 5-12 x 34-50 1.109.4800.01

16 Polyamide 10 22,5 27/23 -5 x -15 1.109.1600.11

21 Polyamide 11 28 33/30 3-8 x 9-21 1.109.2100.11

29 Polyamide 11 28,5 42/40 4-11,5 x 14-27 1.109.2900.11

36 Polyamide 13 32 53/50 4-11,5 x 24-34 1.109.3600.11

42 Polyamide 13 36 60/55 5-12 x 29-40 1.109.4200.11

48 Polyamide 14 36 65/60 5-12 x 34-45 1.109.4800.11
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IG

H

GM-FS Locknut Nylon

Material PA

Operating –40°C to 100°C (–40°F to +212°F)

Temperature Short time exposure 120°C (248°F)

Colour black RAL 9005

Metric/PG/NPT

IG
H
mm

mm

Part Number
PA Black

M 12 x 1,5 5 17 1.262.1201.50
M 16 x 1,5 5 22 1.262.1601.50
M 20 x 1,5 6 27 1.262.2001.50
M 25 x 1,5 7 36 1.262.2501.50
M 32 x 1,5 7 41 1.262.3201.50
M 40 x 1,5 7 50 1.262.4001.50
M 50 x 1,5 8 60 1.262.5001.50
M 63 x 1,5 8 75 1.262.6301.50

PG 7 5 19 1.262.0701.11
PG 9 5 22 1.262.0901.11
PG 11 5 24 1.262.1101.11
PG 13,5 6 27 1.262.1301.11
PG 16 6 30 1.262.1601.11
PG 21 7 36 1.262.2101.11
PG 29 7 46 1.262.2901.11
PG 36 8 60 1.262.3601.11
PG 42 8 65 1.262.4201.11
PG 48 8 70 1.262.4801.11

3/8" NPT 7 24 1.262.3801.70
1/2" NPT 6 27 1.262.1201.70
3/4" NPT 7 32 1.262.3401.70
1" NPT 7 40 1.262.1001.70

IG

H

GM-MS Locknut Metal

Material	 Nickel plated brass

Metric/PG

IG
H
mm

mm

Part Number
Metal

M 12 x 1,5 2,8 15 1.161.1200.50
M 16 x 1,5 2,8 19 1.161.1600.50
M 20 x 1,5 3,0 23 1.161.2000.50
M 25 x 1,5 3,5 29 1.161.2500.50
M 32 x 1,5 4,0 36 1.161.3200.50
M 40 x 1,5 4,5 45 1.161.4000.50
M 50 x 1,5 5,5 55 1.161.5000.50
M 63 x 1,5 6,0 70 1.161.6300.50

PG 7 2,8 15 1.161.0700.01
PG 9 2,8 18 1.161.0900.01
PG 11 3,0 21 1.161.1100.01
PG 13,5 3,0 23 1.161.1300.01
PG 16 3,0 26 1.161.1600.01
PG 21 3,5 32 1.161.2100.01
PG 29 4,0 41 1.161.2900.01
PG 36 5,0 51 1.161.3600.01
PG 42 5,0 60 1.161.4200.01
PG 48 5,5 64 1.161.4800.01
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Material	 Nickel plated brass

Jam nut for reliable grounding with edges cutting 
through coated surfaces

GM-EMV Locknut for EMC Glands Metric/PG

IG
H
mm

mm

S
mm

Part Number

M 12 x 1,5 2,8 15 0,7 1.167.1200.50

M 16 x 1,5 2,8 19 0,7 1.167.1600.50

M 20 x 1,5 3,0 24 0,7 1.167.2000.50

M 25 x 1,5 3,5 30 0,7 1.167.2500.50

M 32 x 1,5 4,5 36 0,7 1.167.3200.50

M 40 x 1,5 5.0 46 0,7 1.167.4000.50

M 50 x 1,5 5,0 60 0,7 1.167.5000.50

M 63 x 1,5 6,0 70 0,7 1.167.6300.50

PG 7 2,8 15 0,7 1.167.0700.01

PG 9 2,8 18 0,7 1.167.0900.01

PG 11 3,0 21 0,7 1.167.1100.01

PG 13,5 3,0 23 0,7 1.167.1300.01

PG 16 3,0 26 0,7 1.167.1600.01

PG 21 3,5 32 0,7 1.167.2100.01

PG 29 4,0 41 0,7 1.167.2900.01

PG 36 5,0 51 0,7 1.167.3600.01

PG 42 5,0 60 0,7 1.167.4200.01

PG 48 5,5 64 0,7 1.167.4800.01

242

6

Cable Accessories



Reducers PG

Large outer thread
Small inner thread

A reducer is used if the dimensions of existing tapped 
holes are too large for a given gland.
Material	 Nickel plated brass

Reducers PG Enlargers PG

Enlargers PG

Small outer thread

Large inner thread

Material = Nickel plated brass

Reducers PG Enlargers PG

Part No
Type
PG outer
PG inner

90642 RE 9/7

90643 RE 11/7

90644 RE 11/9

90645 RE 13,5/7

90646 RE 13,5/9

90647 RE 13,5/11

90648 RE 16/7

90649 RE 16/9

90650 RE 16/11

90651 RE 16/13,5

90652 RE 21/11

90653 RE 21/13,5

90654 RE 21/16

90655 RE 29/16

90656 RE 29/21

90657 RE 36/21

90658 RE 36/29

90659 RE 42/29

90660 RE42/36

90661 RE 48/36

90662 RE 48/42

Part No
Type
PG outer
PG inner

90630 EN 7/9

90631 EN 9/11

90632 EN 9/13,5

90633 EN 11/13,5

90634 EN 11/16

90635 EN 13/16

90636 EN 13,5/21

90637 EN 16/21

90638 EN 21/29

90639 EN 29/36

90640 EN 36/42

90641 EN 42/48
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